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NOTE THE DIRECTION OF THE BEND
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PART.  USE THE FIRST DIVET TO 
MARK LOCATION OF SECOND.  DIVET 
SHOULD BE ON BOTH SIDES OF PART

OF EPOXY WHERE 
LEAVE LARGE FILLET 

BOTH SIDES.  
DIVET SHOULD 

THESE TO PARTS JOIN

SLOT.
MACHINED 
LINE UP WITH 

USE PUNCH TO 
FORM DIVET IN 
THIS PART ON 

ANOTHER DIVET SHOULD BE MADE 
HERE TO MATCH DIVET IN OTHER 

DRILL THIS HOLE OUT 
TO MATCH DETAILED 
COVER PART.  DRILL 
OUT UP TO 0.386" 
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3

MATCHING SCREW IS #4-40

13

ALTERNATIVE TO MACHINED 

I DIDN'T MODEL UP 
THIS FASTNER BUT 
ITS SIMILAR TO #12 

= 0.75"
INSERTED LENGTH 
(JUST SHORTER).  

SOCKET HEAD CAP SCREW 

12

1

4

2

11

6109 8

PART WOULD BE TO USE A 

7

WELD 1/2"x2.75" x1/16 PLATE 
TO BOTTOM EDGE. PLATE 
NOT SHOWN.  I DON'T 
RECOMMEND GLUING THESE 
TWO PARTS AS THIS JOINT 
WILL EXPERIENCE 
SIGNIFICANT STRESS  
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SPRING USED IN INTERIOR 
OF FOLDING STOCKE 
GUSSET IS A 3/8" OD X 0.05" 
WIRE DIAMETER.  7 COILS 
PER INCH.  CUT SPRING 
LENGTH = 2.375" 
(UNCOMPRESSED )

ITEM NO. PART NUMBER Default/QTY.

1 Folding stock butt 1

2
Folding stock front pivot 
bushing

1

3 Folding stock gusset 3 1

4
Folding stock forward lock 
slider

1

5 Folding stock forward lock pin 1

6 Folding stock body 1

7 Folding stock arm right 1

8 folding stock arm left 1

9 Folding stock reenforcement 2

10 Folding stock lock pin 2

11 Folding stock spring plate 1

12
Folding stock Butt stock pivot 
shaft

1

13 Folding Stock Spring Plug 1


