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FILL THESE CAVITIES WITH EPOXY SAND FLAT
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USE SLOTED SCREW 

7

12

3

15

9

2

17 13

1

10

ENSURE
FIT OF LED

HOT GLUE SWITCH TO PLATE

GLUING 

HOT GLUE SPEAKER TO PLATE

MOUNTING TABS

USE COVER A 
JIG WHEN 

FILE CORNERS 
SQUARE TO 

5

8

LEAVE LARGE FILLET OF EPOXY IN ALL GLUED CORNERS

THIS 
ASSEMBLY IS 
REMOVABLE

GLUE IN PLACE

ITEM NO. PART NUMBER QTY.

1 Hengstler counter side LED plate 1

2 Hengstler counter T detail 3

3 4-40 CS x 1-2inch 4

4 Elect comp 10 Bar array 1

5
Hengstler counter cover mount 
tab

3

6 Hengstler mount bracket 1

7 Hengstler counter rear plate 1

8 Blaster core speaker 1

9 Hengstler counter top cover plate 1

10 Hengstler counter cover plate 1

11 Hengstler plate detail 1

12 Hengstler counter bottom plate 1

13 Hengstler counter tube 3

14 Hengstler counter Plug Plate 1

15 Elect Comp Slider Switch 1

16 Hengstler counter front plate 1

17
Hengstler counter plug 
connectors

2

USE SLOT SCREWS

DEPENDING ON 
HOW YOU WIRE YOU 
MAY NEED TO TRIM 
THE THICKNESS OF 
THIS PLATE
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